
SYSTEMS
LESA20

17
 L

T
D

ENGINEERED CONCRETE FLOOR SYSTEMS

7

LESA ARMOUR JOINT TYPE C ©1999
FOR NEW TO EXISTING CONCRETE SLABS

Type C provides flat bar steel edge protection, for use when casting a new slab against an existing slab. Side one is bolted to 
anchors drilled into the existing concrete. Side two is pinned to side one and cast into the new concrete.

1

3

5

2

4

STAGE 3

Joint shrinkage

Existing slab

Drill existing slab 
to suit anchor  
(supplied)

Square edge steel  
joint armouring

Bolt joint amouring 
to side 1 using 
supplied anchor

Side 1 fixing anchor

2nd fixing hole  
(optional)

Drill existing slab to suit 
Lesa square dowels  
Ø25 for 16sq dowels 
Ø30 for 20sq dowels STAGE 1

Square edge steel  
joint armouring

Side 1 fixing anchor
Existing 
Slab

Stud anchor 
at 250mm  
centres

Nylon expansion  
pin for fixing side 2

Existing slab Square edge steel  
joint side 2

Lesa square 
dowel sleeve

Insert Lesa square dowels 
with epoxy grout level

STAGE 2

Insert Lesa square dowels  
with epoxy grout level

Lesa square  
dowel sleeve


